
SMA SI6048 Dual AC Coupled.
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Electrician is responsible
For sizing wires and OCP

The Supported Load
Panel (Grid tie inverter 
wires into this panel)

Electrician is responsible
For sizing wires and OCP

DC +  /  DC-

The Max Grid tie inverter
That can be connected is

13,000 watts



SMA SI6048 Dual AC Coupled. Build Drawing

L2 
OUT

L2 
IN 

NEUTRAL

N
EU

TRAL

N
EU

TRAL

INVERTER 2
SUNNY 
ISLAND

250
ON

OFF

ON

OFF

60
A

GRO
U

N
D

HO
T O

U
T

HO
T IN

GRO
U

N
D

BATTERY 
NEGATIVE

BATTERY 
POSITIVE

+ -
GROUND

L1 OUT L1 IN 

L2 OUT L2 IN 

NEUTRAL

N
EU

TRAL

N
EU

TRAL

INVERTER 1
SUNNY 
ISLANDGRO

U
N

D

HO
T O

U
T

HO
T IN

250
ON

OFF

ON

OFF

60
A

SPD 
300

SPD 
300

GRO
U

N
D

BATTERY 
NEGATIVE

BATTERY 
POSITIVE

+ -
GROUND

ON

OFF

60
A

ON

OFF

60
A

AC IN
PU

T

AC IN
PU

T

AC O
U

TPU
T

AC O
U

TPU
T

ON

OFF

ON

OFF

6060
ON

OFF

ON

OFF

60 60

L2 OUT
FROM 
INV 2

1- The AC in and out breakers 
NOT in the slider need to be 
single pole breakers 4pcs total

2-MNEDC250 Battery breakers

3-All wiring #6 except the 
Battery cables
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